EP 500-1-10

                          Appendix P-2                    1 June 2006

	SAFETY CHECKLIST FOR MOTOR VEHICLES,

 TRAILERS AND TRUCKS



	Contract # and Title:

owned or leased?



	Equipment Name & Number:



	Contractor:


	Subcontractor:

	Contractor inspector:


	Date inspected:

	1.  Are records of safety inspections of all vehicles available? (18.A.02)
	Yes
	No 
	N/A

	2.  Are all vehicles to be operated between sunset and sunrise equipped with: (18.A.04)

    a.  2 headlights?

    b.  taillights and brake lights?

    c.  front and back turn signals?

    d.  3 emergency flares, reflective markers, or equivalent portable warning devices?
	
	
	

	3.  Are vehicles, except trailers or semi-trailers having a gross weight of 5000 lbs or less, equipped with service brakes and manually operated parking brakes? (18.A.05)
	
	
	

	4.  Are service brakes on trailers and semi-trailers controlled from the driver’s seat of the prime mover? (18.A.05)
	
	
	

	5.  Is all glass safety glass & in good condition?  Any broken or cracked glass shall be replaced. (18.A.07)
	
	
	

	6.  Are all rubber tired motor vehicles equipped with fenders or with mud flaps if the vehicle is not designed for fenders? (18.A.14)


	
	
	

	                              
	Yes
	No 
	N/A

	7.  Does the vehicle have: (18.A.06)

    a.  an operable speedometer?

    b.  an operable fuel gage?

    c.  an audible warning device (horn)?

    d.  a windshield & adequate windshield wiper?

    e.  an operable defroster and defogging device?

    f.  an adequate rearview mirror?

    g.  a cab, cab shield, and other protection to protect the driver from the elements and falling or shifting materials?

    h.  non-slip surfaces on steps?

    i.  a power-operated starting device? 
	
	
	

	8.  Do trailers meet the following: (18.A.08)

    a.  Are all towing devices adequate for the weight drawn?

    b.  Are all towing devices properly mounted?

    c.  Are locking devices or a double safety system provided on every 5th wheel mechanism and tow bar arrangement to prevent accidental separation?

    d.  Are trailers coupled with safety chains or cables to the towing vehicle?

    e.  Are trailers equipped with the power brakes equipped with a breakaway device that will lock-up the brakes in the event the trailer separates from the towing vehicle?
	
	
	

	9.  Are all dump trucks:(18.A.10)

    a.  equipped with a holding device to prevent accidental lowering of the body?

    b.  equipped with a hoist lever secured to prevent accidental starting or tipping?

    c.  equipped with means to determine (from the operator’s position) if the dump box is lowered?

    d.  equipped with trip handles for tailgates that keep the operator in the clear? 
	
	
	

	10.  Are all buses, trucks and combination of vehicles with a carrying capacity of 1.5 tons or more, to be operated on public roads equipped with: (18.A.11)

     a. a red flag not less than 12 square inches     

     b. 3 reflective markers?

     c. 2 wheel chocks for each vehicle?

     d. at least one 2A:10B:C fire extinguisher?

     e. at least two properly rated fire extinguishers (for vehicles carrying flammable cargo)?      
	
	
	

	
	Yes
	No
	N/A

	11.  Is vehicle exhaust controlled so as not to present a hazard to personnel? (18.A.12)
	
	
	

	12.  Are all vehicles, except buses, equipped with seat belts? (18.B.03)
	
	
	

	13.  Does all self-propelled construction and industrial equipment have a working reverse signal alarm? (16.B.01) 
	
	
	

	14.  Are all hot surfaces of equipment, including exhaust pipes or other lines, guarded or insulated to prevent injury or fire? (16.B.03)  
	
	
	

	15.  If an off the road vehicle, is it equipped with rollover protective structures? (16.B.12)
	
	
	

	16.  Remarks: (Enter actions taken for “no” answers)


	
	
	

	Contractor inspector signature


	
	
	

	Contractor QC/safety officer/project manager signature


	
	
	


  This checklist references EM 385-1-1, 3 Nov 03.      
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