EP 500-1-10

                              Appendix P-3                    1 June 2006 

	SAFETY CHECKLIST FOR CRAWLER TRACTORS 

AND DOZERS

	Contract # and Title:

  

	Equipment Name & Number:

owned or leased?



	Contractor:


	Subcontractor:

	Contractor inspector:


	Date inspected:

	This checklist references EM 385-1-1, 3 Nov 03.
	Yes
	No
	N/A

	1.  Are initial and daily/shift inspection records available? (16.A.01 and 16.A.02)
	
	
	

	2.  Are only qualified operators assigned to operate mechanized equipment? (16.A.04)
	
	
	

	3.  Are sufficient lights provided for night operations? (16.A.11)
	
	
	

	4.  Is the unit shut down before refueling? (16.A.15)
	
	
	

	5.  Does the unit have as a minimum a 5-B:C fire extinguisher? (16.A.34) 
	
	
	

	6.  Is there an effective, working reverse alarm? (16.B.01)
	
	
	

	7.  Are moving parts, shafts, sprockets, belts, etc., guarded? (16.B.03, 16.B.07, and 16.B.13)
	
	
	

	8.  Is protections against hot surfaces, exhausts, etc., provided? (16.B.03 and 16.B.13)
	
	
	

	9.  Are fuel tanks located in a manner to prevent spills or overflows from running onto engine exhaust or electrical equipment? (16.B.04)
	
	
	

	10.  Are exhaust discharges directed so they do not endanger person of obstruct operator vision? (16.B.05)
	
	
	


	
	Yes
	No
	N/A

	11.  Are seat belts provided? (16.B.08)
	
	
	

	12.  Is protection (grills, canopies, screens) provided to shield operator from falling or flying objects? (16.B.10 and 16.B.11)
	
	
	

	13.  Is roll over protection provided? (16.B.12)
	
	
	

	14.  Remarks: (Enter actions taken for “no” answers)


	
	
	

	Contractor inspector signature  
	
	
	

	Contractor QC/safety officer/project manager signature
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