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APPENDIX 7-P-1

	SAFETY CHECKLIST FOR CRAWLER, TRUCK  &

WHEEL MOUNTED CRANES 

	Contract # and title:



	Equipment name & number:

owned or leased?

 

	Contractor:


	Subcontractor:

	Contract Inspector:


	Date inspected:



	This checklist references EM 385-1-1, 3 Nov 03. 
	Yes
	No
	N/A

	1.  Are lattice boom and hydraulic cranes equipped with a boom angle indicator, and load indicating device, or a load moment indicator? (16.D.01)
	
	
	

	1.  Unless the manufacture has specified an on-rubber rating, outriggers will be fully extended and down? (16.D.10) 
	
	
	

	3.  Are lattice boom and hydraulic cranes equipped with a means for the operator to visually determine levelness? (16.D.02)
	
	
	

	4.  Are lattice boom and hydraulic cranes, except articulating booms cranes, equipped with drum rotation indicators located for use for the operator? (16.D.03)
	
	
	

	5.  Are lattice boom and hydraulic mobile cranes equipped with a boom angle or radius indicator within the operator’s view? (16.D.04)
	
	
	

	6.  Are lattice boom and hydraulic cranes, with exception of duty cycle cranes, equipped with an anti-two blocking device? (16.D.05) 
	
	
	

	7.  When duty cycle machines are required to make a non-duty lift, is the crane equipped with an international orange warning device and is a signal person present? (16.D 05)
	
	
	

	8.  Are the following with the crane at all times: 

    a.  manufacturer’s operating manual? (16.C.02)

    b.  load chart visible from operator’s seat?

    c.  the crane’s log book documenting operating hours, tests, inspections, and maintenance?

    d.  operating manual for crane operator aids?
	
	
	

	9.  Are the following on the project site:

    a.  completed periodic inspection report prior  to initial work? (16.C.12)

    b.  pre-operational checklist used for daily inspection? (16.C.12)

    c.  written reports of the operational performance test? (16.C.13)

    d.  written reports of the load performance test?      
	
	
	

	10.  Are all operators physically qualified to perform work? (16.C.05)
	
	
	

	11.  Are all operators qualified by written and practical exam or by appropriate licensing agency for the type crane they are to operate? (16.C.05) 
	
	
	

	12.  Is the crane designed and constructed IAW the standards listed in Table 16-1? (16.C.06)
	
	
	

	13.  Is an activity hazard analysis for mobilization, assembly/erection, dismantling, and demobilization available? (16.C.08)
	
	
	

	14.  Are accessible areas within the swing radius of the rear of the crane barricaded? (16.C.09)
	
	
	

	15.  Are there at least 3 wraps of cable on the drum? (16.C.10)
	
	
	

	16.  Are the hoisting ropes installed IAW ANSI/ASME standards & manufacturer’s recommendations? (16.C.10) 
	
	
	

	17.  Are critical lift plans available? (16.C.18)
	
	
	

	18.  Are minimum clearance distances for high voltage lines posted at the operator’s position?  (11.E.04)
	
	
	

	19.  Do older lattice boom cranes with anti-two block warning devices in lieu of anti-two block devices have manually activated friction brakes? (16.D.05)
	
	
	

	20.  Is the slow-moving vehicle emblem used on all cranes that by design move at 25 MPH or less on public roads? (08.A.05) 
	
	
	

	21.  Are all cranes that will be parked or are moving slower than normal traffic on haul roads equipped with a yellow flashing light or four-way flashers visible from all directions? (16.A.13)
	
	
	


	22.  Is all equipment to be operated on public roads provided with: (16.A.07)

     a. headlights?

     b. brake lights?

     c. taillights?

     d. back-up lights?

     e. front and rear turn signals?
	
	
	

	23.  Are seat and seat belts provided for the operator and each rider on equipment? (16.A.07 and 16.B.08)
	
	
	

	24.  Is all equipment with windshields equipped with powered wipers and defogging or defrosting devices? (16.A.07)
	
	
	

	25.  Is there clear and unbroken safety glass in the windshield and/or other windows to provide adequate protection for the operator? (16.B.10)
	
	
	

	26.  Is all equipment equipped with adequate service brake system and emergency brake system? (16.A.07)
	
	
	

	27.  Are areas on equipment where employees walk or climb equipped with platforms, footwalks, steps, handholds, guardrails, toeboards and non-slip surfaces? (16.B.03)
	
	
	

	28.  Is all self-propelled equipment equipped with automatic, audible, reverse signal alarms? 

(16.B.01) 
	
	
	

	29.  Is there a record of manufacturer’s approval of any modification of equipment, which affects its capacity or safe operation? (16.A.19)
	
	
	

	30.  Are cranes attached to a barge or pontoon by means of a tiedown system with some slack?  Movement during lifting is not permitted. (16.F.08)
	
	
	

	31.  Have the following conditions been met for land cranes mounted on barges or pontoons: (16.F.06)

     a. Have load ratings been modified to reflect the increased loading from list, trim, wave, and wind action?

     b.  Are all deck surfaces above the water?

     c.  Is the entire bottom area of the barge or pontoon submerged?

     d.  Are tie downs available to transmit the

load to the barge or pontoon?                      

     e.  Are cranes blocked and secured?
	
	
	

	32.  Are all belts, gears, shafts, pulleys, sprockets, spindles, drums, flywheels, chains, or other rotating parts or moving parts of equipment guarded where is a potential for exposure to workers?(16.B.03) 
	
	
	

	33.  Is the crane level, on firm foundation, and secured before being operated (16.A.10 and 16.C.03)
	
	
	

	34.  Is a dry chemical or carbon dioxide fire extinguisher rated at least 5-B:C on the crane? (16.A.34)
	
	
	

	35.  Are trucks, for truck-mounted cranes, equipped with a working reverse signal alarm? (16.B.01)
	
	
	

	36.  Is a signal person provided where there is danger from swinging loads, buckets, booms, etc.? (16.C.03)
	
	
	

	37.  Is there adequate clearance from overhead structures and electrical sources for the crane to be operated safely? (16.C.09)
	
	
	

	38.  Is adequate lighting for night operations provided? (16.C.19)
	
	
	

	39.  Has the boom stop test on cable-supported booms been performed? (16.D.06)
	
	
	

	40.  Is the boom disengaging device functioning as required? (16.D.06)
	
	
	

	41.  Has all rigging and wire rope been inspected? (Section 15)


	
	
	

	Remarks:(Enter actions taken for all “no” answers.)


	
	
	

	Contractor inspector signature
	
	
	

	Contractor QC/safety officer/project manager signature
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