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APPENDIX 7-Q-7

TEMPORARY HOUSING QUALITY ASSURANCE CHECKLIST

1. All personnel on site shall wear hard hats unless occupying the operator's station of machinery equipped with a rollover protective structure. (05.D; 16.B.12)

2. Construction equipment shall have seat belts (Operators shall have and utilize them), working back-up alarms and fire extinguishers. (16.B.12, 18.A.02)

3. Bulldozer blades, front-end loaders, dump bodies and similar equipment shall be lowered when not in use. (16.A.09)

4. Adequate safe clearances shall be maintained from electrical lines. (11.E.01)

5. Before any machinery or mechanized equipment is placed in use, it shall be inspected and tested and certified to be in safe operating condition. (16.A.01)

6. The contractor shall maintain records of tests and inspections at the site.  (16.A.01)

7. Whenever any machinery or equipment is found to be unsafe or whenever a deficiency which affects the safe operation of the equipment is observed, the equipment shall be immediately taken out of service and its use prohibited until the unsafe condition have been corrected. (16.A.03)

8. Flaggers shall be used in residential areas.  When traffic poses a significant safety hazard, residential streets will be closed. (Appendix B, para 10)

9. Trailers and other temporary structures shall be anchored. (04.A.03)

10.  All personnel on site shall wear hard-toed safety shoes.  (5.A.08)
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